WORKWEAR

TEXTILES

YARNTYPE :TC14x14 (TWILL)

REF : HOUNDTOOTH DENSITY . 70x56
‘ POL/COT 65%/35% WEIGHT : 240 grim? +/- 10%
OM(%MT@- Fean 000322 0155530050860 FINISH TYPE : PERMASIZE
GEWVOS2AMATE 888068/ Q0LG2(0) A7 T2 20066:033
E-maill. warkweantextifes@skynetbes
NO. |TESTING ITEM TEST METHOD SPECIFICATION
'PHYSICAL TEST :
1. |WASH SHRINKAGE ISO 5077 MAX +1.0/-2.5 %
2. |TENSILE STRENGTH ISO 13937-1 WP 50N & WF 40 N
3. |TEARING STRENGTH ISO 13934-1 MP&\NF : MIN 1000N
4. |SEAM SLIPPAGE ASTM D434 MIN. 6.8 kg
COLOUR FASTNESS TEST :
CHANGE STAINING
1. |WASHING 1SO 105-B02
Light (95°C) 4-5 4
Medium 4 3-4
Dark 4 3
Extra dark “ 3
2. |RUBBING ISO 105-X12
Dry - Light 4-5
Medium 4
Dark 4
Wet - Light 4
Medium 3-4
Dark 3
3. |TOLIGHT ISO 105 B02 4-5
4. |TRANSPIRATION ISO 105 E04 4-5
5. |PILLING SO 12945-1
18000 cycles 4-5
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